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(57) ABSTRACT

A method of making a mechanical fastener. The method
includes providing a slit web having mechanical fastening
elements and spreading the slit web in the cross-machine
direction by directing the slit web over at least a first roller
having first multiple protrusions around its peripheral sur-
face. The slit web includes a plurality of interrupted slits that
are interrupted by intact bridging regions of the web that
divide the interrupted slits into a series of spaced slit
portions aligned in the machine direction. The first multiple
protrusions are positioned such that adjacent protrusions
push through consecutive slit portions of a first of the
interrupted slits to form a spread mechanical fastening web.
An apparatus including the first roller and at least a subse-
quent roller is also disclosed.

16 Claims, 9 Drawing Sheets
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1
METHOD OF MAKING A MECHANICAL
FASTENER AND APPARATUS INCLUDING A
ROLLER WITH PROTRUSIONS

BACKGROUND

Hook and loop fastening systems, where the hook mem-
ber typically includes a plurality of closely spaced upstand-
ing projections with loop-engaging heads, and the loop
member typically includes a plurality of woven, nonwoven,
or knitted loops, are useful for providing releasable attach-
ment in numerous applications. For example, hook and loop
fastening systems are widely used in wearable disposable
absorbent articles to fasten such articles around the body of
a person. In typical configurations, a hook strip or patch on
a fastening tab attached to the rear waist portion of a diaper
or incontinence garment, for example, can fasten to a
landing zone of loop material on the front waist region, or
the hook strip or patch can fasten to the backsheet (e.g.,
nonwoven backsheet) of the diaper or incontinence garment
in the front waist region. Hook and loop fasteners are also
useful for disposable articles such as sanitary napkins. A
sanitary napkin typically includes a back sheet that is
intended to be placed adjacent to the wearer’s undergarment.
The back sheet may comprise hook fastener elements to
securely attach the sanitary napkin to the undergarment,
which mechanically engages with the hook fastener ele-
ments.

Some hook members have been made with openings in
the backing from which the hooks project. See, e.g., U.S.
Pat. No. 4,001,366 (Brumlik) and U.S. Pat. No. 7,407,496
(Peterson) and Int. Pat. Appl. Pub. Nos. WO 2005/122818
(Ausen et al.) and WO 1994/02091 (Hamilton).

Some nonwoven materials have been made with open-
ings. Such nonwovens have been attached to elastics or
extensible pleated backings. See, e.g., U.S. Pat. Appl. Pub.
No. 2004/0147890 (Nakahata et al.), Int. Pat. Appl. Pub. No.
WO 1996/10481 (Abuto et al.), and European Patent No. EP
1066008 B1 (Eaton et al.).

SUMMARY

The present disclosure provides a method of making
mechanical fastener using a web process. The mechanical
fastener comprises openings made from multiple strands of
a slit web having mechanical fastening elements with the
strands attached to each other at bridging regions of the web
and separated from each other between at least some of the
bridging regions. The method includes using one or more
rollers having multiple protrusions (e.g., ribs or pins) that
spread apart strands of the slit web when the web is directed
over the roller.

In one aspect, the present disclosure provides a method of
making a mechanical fastener. The method includes provid-
ing a slit web having mechanical fastening elements and
spreading the slit web in the cross-machine direction by
directing the slit web over at least a first roller having first
multiple protrusions around its peripheral surface. The slit
web includes a plurality of laterally separated interrupted
slits that are interrupted by intact bridging regions of the web
that divide the interrupted slits into a series of spaced slit
portions aligned in the machine direction. For at least some
adjacent interrupted slits, the spaced slit portions are stag-
gered in the cross-machine direction. The first multiple
protrusions are positioned such that adjacent protrusions
push through consecutive slit portions of a first one, two, or
three of the interrupted slits to form a spread mechanical
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fastening web, which includes multiple strands of the slit
web attached to each other at least at some of the intact
bridging regions and separated from each other between at
least some of the intact bridging regions. The first multiple
protrusions may form a single row around the peripheral
surface of the first roller to push through the consecutive slit
portions of a first one of the interrupted slits, may be in the
form of multiple pairs of protrusions forming two identical
rows around the peripheral surface of the first roller to push
through the consecutive slit portions of a first two of the
interrupted slits, or may be in the form of a combination of
these wherein the single row is centered between and offset
from the multiple pairs of protrusions forming two identical
rows to push through the consecutive slit portions of a first
three of the interrupted slits.

In some embodiments, the method further includes direct-
ing the slit web over at least one second roller having
multiple paired protrusions around its peripheral surface.
The multiple paired protrusions are positioned such that
adjacent pairs push through consecutive slit portions of
second and third of the interrupted slits, which are on
opposite sides of the first one, two, or three of the interrupted
slits. In some embodiments, the method further includes
directing the slit web over a series of second rollers, each
having multiple paired protrusions around its peripheral
surface. For each second roller, the multiple paired protru-
sions are positioned such that adjacent pairs push through
consecutive slit portions of an opposing pair of the inter-
rupted slits, which are on opposite sides of the first one, two,
or three of the interrupted slits. For each consecutive roller
in the series of second rollers, the paired protrusions and the
opposing pair of the interrupted slits are spaced progres-
sively further apart. In some embodiments, the method
further includes directing the slit web over a series of third
rollers, each having multiple groups of protrusions around
its peripheral surface. For each third roller, the multiple
groups of protrusions are positioned such that adjacent
groups push through consecutive slit portions of a series of
the interrupted slits. For each consecutive roller in the series
of third rollers, the number of protrusions in each of the
multiple groups of protrusions increases as the number of
interrupted slits in the series of the interrupted slits
increases.

In another aspect, the present disclosure provides an
apparatus useful, for example, for spreading a slit web. The
apparatus includes multiple rollers configured to handle a
web in a continuous process. The multiple rollers include a
first roller having first multiple protrusions around its
peripheral surface and at least one subsequent roller having
multiple sets of at least two protrusions around its peripheral
surface. The first multiple protrusions may form a single row
around the peripheral surface of the first roller, may be in the
form of multiple pairs of protrusions forming two identical
rows around the peripheral surface of the first roller, or may
be in the form of a combination of these wherein the single
row is centered between and offset from the multiple pairs
of protrusions forming two identical rows. In some embodi-
ments, the at least one subsequent roller is a second roller
having multiple paired protrusions around its peripheral
surface. In some embodiments, the at least one subsequent
roller is included in a series of second rollers, each having
multiple paired protrusions around its peripheral surface.
For each consecutive roller in the series of second rollers,
the paired protrusions are spaced progressively further apart.
In some embodiments, the apparatus further includes a
series of third rollers, each having multiple groups of
protrusions around its peripheral surface, wherein for each
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consecutive roller in the series of third rollers, the number of
protrusions in each of the multiple groups of protrusions
increases.

The method allows openings to be provided in the
mechanical fastener without wasteful material loss. The
degree of spreading of the strands and the number of strands
that are spread in the methods disclosed herein may be
adjusted based upon, for example, the desired appearance,
weight, or cost in the final product and may be controlled by
specific design of the rollers having the protrusions.

The method disclosed herein may be useful, for example,
for making a reticulated mechanical fastening web, lami-
nate, strip, or patch that has a unique and attractive appear-
ance. The openings can provide breathability and flexibility
to the mechanical fastener, which may enhance the comfort
of the wearer, for example, of an absorbent article compris-
ing the mechanical fastener made by the method disclosed
herein. The mechanical fastener also is typically able to
cover a relatively large area with a relatively small amount
of material, which may lower its cost. Also, because of the
large area that may be covered by the mechanical fastener in
an absorbent article, the mechanical fastener may provide
performance enhancement, for example, by resist shifting
forces such as torsional or rotational forces caused by
movement of the wearer of the absorbent article. For
example, in use, fitting an absorbent article such as a diaper
about the wearer usually requires the front and back waist
portions of the diaper to overlap each other. As the diaper is
worn the movements of the wearer tend to cause the over-
lapping front and back waist portions to shift position
relative to each other. Unless such shifting is limited, the fit
and containment characteristics of the diaper may be
degraded as the diaper is worn. The mechanical fastener
made according to the present disclosure may provide
improved fit and closure stability by resisting such shifting
because of its relatively larger area and flexibility.

In this application, terms such as “a”, “an” and “the” are
not intended to refer to only a singular entity, but include the
general class of which a specific example may be used for
illustration. The terms “a”, “an”, and “the” are used inter-
changeably with the term “at least one”. The phrases “at
least one of” and “comprises at least one of” followed by a
list refers to any one of the items in the list and any
combination of two or more items in the list. All numerical
ranges are inclusive of their endpoints and non-integral
values between the endpoints unless otherwise stated.

The terms “first”, “second”, and “third” are used in this
disclosure. It will be understood that, unless otherwise
noted, those terms are used in their relative sense only. For
these components, the designation of “first”, “second”, and
“third” may be applied to the components merely as a matter
of convenience in the description of one or more of the
embodiments.

The terms “multiple” and “a plurality” refer to more than
one.

The term “opening” should be understood to be a void
space in the mechanical fastener material that is surrounded
by the mechanical fastener web. One opening is typically
enclosed by two multiple strands.

The term “web” can refer to a continuous or running web,
sometimes having an indefinite length. A web can typically
be handled in a roll-to-roll process. The term “machine
direction” (MD) as used above and below denotes the
direction of a running web of material during the manufac-
turing of the mechanical fastener. When a mechanical fas-
tening strip is cut from a continuous web, the machine
direction corresponds to the length “L.” of the mechanical
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fastening strip. As used herein, the terms “machine direc-
tion” and “longitudinal direction” are typically used inter-
changeably. The term “cross-machine direction” (CD) as
used above and below denotes the direction which is essen-
tially perpendicular to the machine direction. When a
mechanical fastening strip is cut from a continuous web, the
cross-machine direction corresponds to the width “W” of the
mechanical fastening strip.

The above summary of the present disclosure is not
intended to describe each disclosed embodiment or every
implementation of the present disclosure. The description
that follows more particularly exemplifies illustrative
embodiments. It is to be understood, therefore, that the
drawings and following description are for illustration pur-
poses only and should not be read in a manner that would
unduly limit the scope of this disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

The disclosure may be more completely understood in
consideration of the following detailed description of vari-
ous embodiments of the disclosure in connection with the
accompanying drawings, in which:

FIG. 1A is a perspective view of an embodiment of the
apparatus disclosed herein including a first and second roller
useful for the method of making a mechanical fastener
disclosed herein;

FIG. 1B is a top view showing a slit web being directed
over the first and second roller of the apparatus shown in
FIG. 1A;

FIG. 2A is a top view of an embodiment of a portion of
a slit web useful for the method of making a mechanical
fastener disclosed herein;

FIG. 2B is a top view of the portion of the slit web of FIG.
2A after it is directed over the first roller of the embodiment
of the apparatus shown in FIG. 1A;

FIG. 2C is a top view of the portion of the slit web of FIG.
2A after it is directed over the first and second rollers of the
embodiment of the apparatus shown in FIG. 1A;

FIG. 2D is a top view of the portion of the slit web similar
to FIG. 2A after it is directed over a first roller and a series
of second or third rollers for some embodiments of the
method of making a mechanical fastener disclosed herein;

FIG. 2E is a top view of the portion of the slit web similar
to FIG. 2A after it is directed over a first roller and a series
of second or third rollers for some embodiments of the
method of making a mechanical fastener disclosed herein
with FIG. 2E showing a different way rollers with protru-
sions can open interrupted slits than FIG. 2D;

FIG. 3A is a perspective view of a first roller or a second
roller in various embodiments of the apparatus disclosed
herein or useful for carrying out some embodiments of the
method of making a mechanical fastener disclosed herein;

FIG. 3B is a perspective view of a second roller, which
may be in a series of second rollers, in some embodiments
of the apparatus disclosed herein or useful for carrying out
some embodiments of the method of making a mechanical
fastener disclosed herein;

FIGS. 3C and 3D are perspective views of third rollers,
which may be in a series of third rollers in some embodi-
ments of the apparatus disclosed herein or useful for carry-
ing out some embodiments of the method of making a
mechanical fastener disclosed herein;

FIG. 3E is a perspective view of another embodiment of
a first roller of the apparatus disclosed herein or useful in the
method of making a mechanical fastener disclosed herein;
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FIGS. 4A and 4B are schematic side views of protrusions
that may be useful for various embodiments of the apparatus
disclosed herein or for carrying out some embodiments of
the method of making a mechanical fastener disclosed
herein;

FIG. 5A is a top view of another embodiment of a portion
of a slit web useful for the methods of making a mechanical
fastener disclosed herein;

FIG. 5B is a top view of a portion of the slit web similar
to FIG. 2A after it is directed over a first roller and a series
of second or third rollers for some embodiments of the
method of making a mechanical fastener disclosed herein;

FIG. 6A is a schematic top view of another embodiment
of a portion of a slit web useful for the methods of making
a mechanical fastener disclosed herein;

FIG. 6B is a schematic top view of the portion of the slit
web of FIG. 6A after it is directed over a first roller and a
series of or third second rollers for some embodiments of the
method of making a mechanical fastener disclosed herein;

FIG. 7 is a photograph illustrating twisting of strands of
a slit web portion when it is spread apart; and

FIG. 8 is a diagrammatical view of an embodiment of
apparatus according to the present disclosure useful for
carrying out some embodiments of the method of making a
mechanical fastener disclosed herein.

DETAILED DESCRIPTION

Reference will now be made in detail to embodiments of
the disclosure, one or more examples of which are illustrated
in the drawings. Features illustrated or described as part of
one embodiment can be used with other embodiments to
yield still a third embodiment. It is intended that the present
disclosure include these and other modifications and varia-
tions.

FIGS. 1A and 1B illustrate an embodiment of an appa-
ratus 100 useful for the method of making a mechanical
fastener disclosed herein. Apparatus 100 includes a guide
roller 105, which can be useful, for example, for guiding the
slit web 10 onto the rollers including multiple protrusions.
Guide roller 105 can help determine the direction of the slit
web 10 and can be useful for adjusting the tension in the slit
web 10 as it is directed over the first and second rollers 110
and 120 of apparatus 100.

After guide roller 105, slit web 10 is directed over first
roller 110, which has first multiple protrusions 114 around its
peripheral surface 112, and then second roller 120, which
has multiple paired protrusions 126 around its peripheral
surface 122. In the method and apparatus according to the
present disclosure, the apparatus may have a series of second
rollers 120 or may have one or more third rollers (not
shown) described in further detail below. In the illustrated
embodiment, the multiple protrusions 114 form a single row
centered on the peripheral surface 112 of the first roller 110,
and multiple pairs 126 of protrusions 124 form two identical
rows centered on the peripheral surface 122 of the second
roller 120. When pairs 126 of protrusions 124, for example,
two identical rows of protrusions 124, are centered on a
second roller in any of the embodiments disclosed herein, it
may be understood that each member of the pair 126 is
equidistant on opposite sides from the center line of the
roller. How the slit web 10 interacts with the protrusions 114
and 124 first and second rollers 110 and 120 is described
below in connection with the slit web illustrated in FIGS. 2A
through 2D.

In the embodiment shown in FIG. 1B, the slit web 10 can
be directed over the first roller 110 such that the mechanical
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fastening elements face away from the first roller 110 and
over the second roller 120 such that the mechanical fasten-
ing elements face toward the second roller 120 or vice versa.
In embodiments wherein the apparatus 100 includes a series
of second rollers, the slit web may be directed over each
consecutive roller in the series of second rollers such that the
mechanical fastening elements alternate facing toward the
roller and then away from the roller. However, in some
embodiments of the apparatus and method disclosed herein,
it is not necessary for the web 10 to be directed immediately
from one roller to the next. Also, in the embodiment shown
in FIG. 1B, the multiple protrusions 114 of the first roller 110
intermesh with the multiple pairs of protrusions 124 in gear
fashion although in other embodiments described below, the
protrusions on one roller may meet the protrusions on the
next roller head-to-head.

FIG. 2A illustrates an example of a portion of a slit web
10a with interrupted slits 20 that can be spread using the
method disclosed herein. In the illustrated embodiment, the
mechanical fastening elements of the slit web 10a are male
fastening elements 12. Illustrated slit web 10a has a ther-
moplastic backing 14 with multiple rows 16 of male fasten-
ing elements 12 projecting from a first surface of the backing
14. The first surface of the backing is the surface that is
visible in FIG. 2A. The first surface (that is, the surface with
mechanical fastening elements) can also be called the first
major surface in any of the embodiments disclosed herein.
In the illustrated embodiment, the multiple rows 16 of male
fastening elements 12 are aligned in the MD although this is
not a requirement. The term “row” refers to male fastening
elements lined up in a particular direction. The row or line
of male fastening elements may be substantially straight.

In the portion of slit web 10a, interrupted slits 20 are cut
into the backing between some pairs of adjacent rows 16 of
male fastening elements 12. When an interrupted slit is cut
between adjacent rows 16 of male fastening elements 12, it
typically means that the particular slit does not cross over a
row of male fastening elements 12. The illustrated inter-
rupted slits 20 are linear in the same direction “MD” as the
multiple rows 16 and extend from the top edge 18 to the
bottom edge 28 of the backing 14. The interrupted slits are
interrupted by intact bridging regions 22 of the backing 14.
The bridging regions 22 are regions where the web is not cut
through, and at least a portion of the bridging regions 22 can
be considered collinear with interrupted slit 20. The intact
bridging regions 22 divide the interrupted slits into a series
of spaced apart slit portions 20a. The spaced apart slit
portions 20a and 205 and consequently bridging regions 22a
and 226 of adjacent interrupted slits are staggered in a
direction “CD” perpendicular to the direction “MD” of the
interrupted slits 20. The slit portions 20a and 205 are
staggered such that bridging region 225 is located substan-
tially midway between bridging regions 22« in the direction
“MD”. However, in some embodiments, the upstanding
posts 12, interrupted slits 20, and bridging regions 22, 22a,
and 226 may be positioned in other arrangements. When the
slit portions and bridging regions are staggered, the number
of bridging regions necessary to make the slit mechanical
fastener handle as an integral unit can be minimized.

Generally, for the methods disclosed herein, the inter-
rupted slits 20 extend in the MD. When it is said that an
interrupted slit “extends” in the MD, it is meant that the slit
is arranged or aligned in that direction or at least predomi-
nantly in that direction. The slit may be linear. As used
herein a “linear” slit can be defined by two points in a line
on the web. The slit may also be substantially linear, which
means that the slit can have a slight curvature or slight



US 9,475,205 B2

7

oscillation. Some oscillation or curvature may result, for
example, from the process of slitting a continuous web as
would be understood by a person skilled in the art. In some
embodiments of mechanical fasteners with male fastening
elements made according to the method of the present
disclosure, any oscillation or curvature is such that the slit
generally does not have a portion that crosses over a row of
male fastening elements aligned in the MD. The interrupted
slit may also have a wavy or sawtooth pattern with a small
amplitude, and such a slit would also be considered to
extend in the MD.

The particular arrangement of the bridging regions 22,
22a, and 22b can be designed, for example, based on the
desired length of the slits and the amount of spreading
desired for the multiple strands 26. Various lengths of
bridging regions 22, 224, and 225 may be useful. In some
embodiments, any bridging regions 22 in a given interrupted
slit 20 have a combined length in the direction of the
interrupted slit of up to 50 (in some embodiments, 40, 30,
25, 20, 15, or 10) percent of the length of the slit web in the
MD. In some embodiments, for maximizing the ability of
the slit web 10a to spread, it may be desirable to minimize
the combined length of the bridging regions in the direction
of the interrupted slit. Minimizing the combined length of
the bridging regions 22 in the direction of the interrupted slit
may be accomplished by at least one of minimizing the
length of any particular bridging region 22 or maximizing
the distance between bridging regions 22. In some embodi-
ments, the length of one bridging region in the direction of
the interrupted slit is up to 3, 2, or 1.5 mm and at least 0.25,
0.5, or 0.75 mm. In some embodiments, the number of
bridging regions along the length of the slit web 10a in the
direction of the interrupted slit is up to 1.5, 1.25, 1.0, 0.75,
0.60, or 0.5 per cm. The distance between bridging regions
22 in the direction of the interrupted slit may be, for
example, at least 0.75, 1.0, 1.25, 1.5, or 1.75 cm. Further-
more, the length of the interrupted slit portions between
bridging regions can be adjusted and may be selected to
maximize the distance between bridging regions. In some
embodiments, the length of the slit portions 20a, 205 is at
least 8 (in some embodiments, at least 10, 12, 14, 15, 16, 17,
18, 19, or 20) mm. Typically, the interrupted slits of the slit
webs 10a useful for practicing the present disclosure have
longer slit regions and shorter bridging regions than perfo-
rations that are designed to allow easy separation of two
parts of a film.

It is typically useful for the slit portions 20a, 205 to have
a regular pattern that repeats down the slit web 10a. The
regular pattern is useful, for example, for keeping the slit
portions 20a of a particular interrupted slit 20 aligned with
the protrusions of first roller 110 or second roller 120 as it
rotates as described in further detail below. Accordingly, the
regular pattern of slit portions 20a, 206 may repeat with the
same frequency as one rotation of first roller 110 or second
roller 120. In some embodiments, spacing (e.g., in the MD)
between slit portions 20a may be uniform or substantially
uniform (that is, the spacing may differ by up to 2 percent,
1 percent, or less than 1 or 0.5 percent) although this is not
a requirement.

For any of the embodiments of the method of making a
mechanical fastener disclosed herein, the number of inter-
rupted slits and resulting openings may be adjusted depend-
ing on the desired spread mechanical fastening web. The
interrupted slits may be evenly spaced or unevenly spaced as
desired. In some embodiments, there are up to 10, 9, 8, 7, 6,
5,4, 3,2, or 1 interrupted slits per 10 mm across the width
of the slit web in the CD. Changing the number of inter-
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rupted slits across the slit web may be related to the number
of rows of male fastening elements between any two adja-
cent interrupted slits, depending on the density of the male
fastening elements on the backing. The number of rows of
male fastening elements between any two adjacent inter-
rupted slits may be adjusted depending on the requirements
of the application. In some embodiments, there are up to 10,
9,8,7,6,5,4,3, 2 rows, or 1 row of male fastening elements
between any two adjacent interrupted slits. Typically, the
width dimension of each of the multiple strands formed
between interrupted slits is wider than at least the bases of
the upstanding posts of the male fastening elements. In some
embodiments, there is an interrupted slit between every row
or every other row of male fastening elements. In the
illustrated embodiment, the interrupted slits 20 are evenly
spaced among the rows of male fastening clements 12
although this is not a requirement. For multiple rows 16 of
male fastening elements 12 that are evenly spaced, as
illustrated, the spacing (e.g., distance in the CD) between
multiple rows 16 may differ by up to 10, 5, 2.5, or 1 percent.
Likewise, for interrupted slits that are evenly spaced, the
spacing (e.g., distance in the CD) between the interrupted
slits may differ by up to 10, 5, 2.5, or 1 percent.

FIG. 2B illustrates the effect of spreading the slit web 10a
by directing it over the first roller 110 illustrated in FIG. 1A.
When the slit web 10q is directed over the first roller 110,
multiple protrusions 114 in the first roller 110 are pushed
through the slit portions 205 of a first interrupted slit 20 to
provide the spread mechanical fastening web 105. The
spread mechanical fastening web 105 has two strands 26 of
the slit web attached to each other at intact bridging regions
22 and separated from each other between intact bridging
regions 22 to create openings 24. The first interrupted slit
may be the center interrupted slit on the slit web.

FIG. 2C illustrates the effect of spreading the slit web 105
by directing it over the second roller 120 after it was directed
over the first roller 110 illustrated in FIG. 1A. When the slit
web 105 is directed over the second roller 120, multiple
pairs 126 of protrusions 124 in the second roller 120 are
pushed through the slit portions 20a, 205 of second and third
interrupted slits 20 to provide the spread mechanical fasten-
ing web 10c. The second and third of the interrupted slits are
on opposite sides of the first interrupted slit and may, in
some embodiments, be adjacent to the first interrupted slit.
The spread mechanical fastening web 10¢ has four strands
26 of the slit web attached to each other at intact bridging
regions 22 and separated from each other between intact
bridging regions 22 to create openings 24.

It is also possible, in some embodiments, that the spread
mechanical fastening web 10¢ shown in FIG. 2C, in which
a first three of the interrupted slits have been engaged by
protrusions, can be made by directing slit web 10a over only
a first roller. In these embodiments, the first multiple pro-
trusions may be in the form of a single row centered between
and offset from two rows of paired protrusions around the
peripheral surface of the first roller. In these embodiments,
it may be useful for the protrusions in the single centered
row to have a different shape than the paired protrusions. For
example, the protrusions in the single centered row may be
symmetric as shown, for example, in FIG. 4A, and the paired
protrusions may be asymmetric, for example, as shown in
FIG. 4B. For the paired protrusions 164 shown in FIG. 4B,
sides 165, which are perpendicular to the surface of the
roller, may be aligned with the outer two interrupted slits to
form openings 24. For the protrusions 154 in the single
centered row, the apex of protrusions 154 may be aligned
with the center interrupted slit.
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FIG. 2D illustrates the effect of spreading the slit web 105
by directing it over a series of second rollers 120 or a series
of third rollers after it was directed over the first roller 110
illustrated in FIG. 1A. When the slit web 104 is directed over
the series of second rollers 120, multiple pairs 126 of
protrusions 124 in each second roller 120 are pushed
through the slit portions 20a, 2056 of an opposing pair of
interrupted slits 20 to provide the spread mechanical fasten-
ing web 10d. For each consecutive roller in the series of
second rollers 120, the paired protrusions 126 and the
opposing pair of the interrupted slits 20 are spaced progres-
sively further apart. In some embodiments, the first inter-
rupted slit is spread on the first roller to provide the openings
labeled 1, the two adjacent interrupted slits on either side of
the first interrupted slit are spread on the first of the series of
second rollers to provide openings labeled 2, the next two
interrupted slits closest to the two adjacent interrupted slits
are spread on the next in a series of second rollers to provide
the openings labeled 3, and so on until the desired amount
of interrupted slits has been spread. The spread mechanical
fastening web 104 has multiple strands 26 of the slit web
attached to each other at intact bridging regions 22 and
separated from each other between intact bridging regions
22 to create openings 24.

The spacing between the protrusions 124, 124' in a pair of
protrusions 126 in a second roller may be more clearly
shown in FIG. 3A. As shown in FIG. 3A, for each pair 126
of protrusions on the second roller 120, the protrusions 124,
124' on the peripheral surface 122 of the second roller 120
are spaced a distance “d” from each other. FIG. 3B illustrates
a second roller 120a which is later in a series of second
rollers than second roller 120. For each pair 126a of pro-
trusions 1264 on the peripheral surface 122a of the second
roller 1204, the distance “da” between the protrusions 124a
and 1244' is greater than the distance “d” between the
protrusions 124 and 124' in the second roller 120.

Referring again to FIG. 2D, in embodiments where the
apparatus and method disclosed herein include a series of
third rollers, the first interrupted slit can be spread on the first
roller to provide the openings labeled 1, the two adjacent
interrupted slits on either side of the first interrupted slit can
be spread on a second roller to provide openings labeled 2,
and the next roller 130, which can be the first in a series of
third rollers, may have a group 136 of three protrusions 134
around its peripheral surface 132 as shown in FIG. 3C. The
middle of the three protrusions 134 can fit into the opening
labeled 1 while the outer protrusions in the group 136 can
push through the slits on either side to create openings 3.
Another third roller 140 in a series of third rollers may have
a group 146 of four protrusions 144 around its peripheral
surface 142 as shown in FIG. 3D. The middle two of the
protrusions 144 can fit into the openings labeled 2 while the
outer protrusions in the group 146 can push through the slits
on either side to create openings 4. This process can be
repeated on additional third rollers until the desired number
of interrupted slits has been spread.

The protrusions in the first and second rollers may have a
variety of shapes. In the embodiments illustrated in FIGS.
1A, 1B, and 3 A through 3D, the protrusions 114, 124, 124',
124a,124q', 134, and 144 are in the form of pins, which may
have a cylindrical shape at the base attached to the peripheral
surfaces 112, 122, 1224, 132, and 142. The top of the pin can
be narrower than the base and can be rounded or dome
shaped as shown in FIGS. 1A, 1B, and 3A through 3D. The
top of the pin may also be pointed as shown in pin 154 of
FIG. 4A. The shape of the protrusions may also be as shown
in FIG. 3E. In FIG. 3E, protrusions 114A on the peripheral
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surface 112A of first roller 110A are in the form of ribs or
ridges. The extended length of the protrusions 114A may be
useful, for example, for keeping the protrusions 114A
aligned with the slit portions 205 in the slit web during a
running web process. Elongated protrusions such as ribs
114A in other embodiments may not have uniform thick-
ness. For example, they may be generally in the shape of a
rhombus or other geometrical shape of the openings to be
made in the slit web.

In any of the embodiments described above, the number
of rollers used in the series of second rollers in the method
or apparatus according to the present disclosure may be
selected to provide openings between all of the multiple
strands 26 or selected so that not all of the multiple strands
26 are spread between the bridging regions 22. Typically, the
number of rollers (including first and second or third rollers)
useful for opening a desired number (n) of interrupted slits
in a slit web is (n+1) divided by 2. However, if the first roller
engages a first three of the interrupted slits as described
above, the number of rollers can be n divided by 2. Similarly,
the number of second rollers typically useful for opening a
desired number (n) of opposing pairs of interrupted slits in
a slit web is n divided by 2. In the embodiment illustrated in
FIG. 2D, at least two strands 264, including at least two rows
of male fastening elements on each edge of the mechanical
fastener, are not separated. This may be advantageous in
some embodiments, for example, to provide a reticulated
mechanical fastening strip or patch with a straight edge.

In some embodiments, the first roller may be similar to
roller 120 shown in FIG. 3A. That is, it can have first
multiple protrusions in the form of multiple pairs 126 of
protrusions 124 and 124' forming two identical rows around
the peripheral surface 122 of the first roller to push through
the consecutive slit portions of a first two of the interrupted
slits. In these embodiments, the next roller may be a second
roller 120a as shown in FIG. 3B or a third roller 140 as
shown in FIG. 3D. In either of these embodiments, the slit
web may be spread as shown in FIG. 2E. In this illustrated
embodiment, the first roller pushes through consecutive slit
portions of a first two interrupted slits to provide the
openings labeled 1a, and two interrupted slits on either side
of' the first two interrupted slits are spread on the next roller,
which may be second roller 120a or third roller 140, to
provide openings labeled 2a. In embodiments where third
roller 140 is used, the middle two of the protrusions 144 can
fit into the openings labeled 1a while the outer protrusions
in the group 146 can push through the slits on either side to
create openings 2a. The next two rollers in a series of second
rollers or a series of third rollers push through consecutive
slit portions in more interrupted slits in a similar fashion to
provide the openings labeled 3a and 44, and so on until the
desired amount of interrupted slits has been spread. In these
embodiments, the protrusions that push through the con-
secutive slit portions in the interrupted slits to be opened
may advantageously have an asymmetric shape, for
example, as shown for protrusions 164 in FIG. 4B. For the
paired protrusions 164 shown in FIG. 4B, sides 165, which
are perpendicular to the surface of the roller, may be aligned
with the interrupted slits to form openings 24. Also, in these
embodiments, the protrusions on one roller may meet the
protrusions on the next roller in the series head-to-head
instead of in a gear-like fashion.

Although slit web 10e shown in FIG. 2E has a centered
interrupted slit, the embodiments described in connection
with FIG. 2E may also be useful, for example, when the slit
web is not provided with an interrupted slit in the center of
the web. These embodiments are also useful when it is
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desirable to use a lower number of rollers in the method
described herein. For example, while the protrusions in the
rollers in the embodiments described in connection with
FIG. 2E only push through consecutive slit portions of every
other interrupted slit and not adjacent interrupted slits, the
staggered consecutive portions in the interrupted slits that
are not engaged by protrusions may still be opened, for
example, by the movement of the multiple strands caused by
the protrusions. This effect is illustrated in FIG. 2B, for
example, where the creation of openings 24 in the slit web
causes movement of the strands 26 that creates the smaller
openings 24a. A combination of the opening patterns shown
in FIGS. 2D and 2E may also be useful.

The method according to the present disclosure typically
increases the width of the slit web (that is, the dimension in
the CD). The increase in width may be determined, for
example, by the width dimension of the protrusions and the
number of rollers in the series of second rollers. In some
embodiments, the width of the spread mechanical fastening
web is at least 5, 10, 15, 20, or 25 percent greater than the
input slit web. In some embodiments, the width of the spread
mechanical fastening web is up to 40, 50, 75, 100, or 150
percent greater than the input slit web.

In any of the embodiments described above, a number of
techniques may be useful for pushing the multiple protru-
sions 114 of the first roller and the multiple pairs 126 of
protrusions 124 of the one or more second or third rollers
through the slit portions 20a and 205 of the web. In some
embodiments, tension applied in the machine direction can
push the protrusions through the slit portions as the slit web
moves around the roller. In some embodiments, vacuum
applied on the slit web (e.g., from within the first and/or
second roller(s) 110, 120) can help the protrusions to push
through the slit portions of the web. In some embodiments,
air blown on the slit web (e.g., using an air knife) can help
to push web toward the roller and the protrusions through the
slit portions. In some embodiments, the first roller, the
second roller, and/or the third roller in any of the embodi-
ments of the method or apparatus disclosed herein can be
paired with a mating roller to form a nip. The mating roller
can be formed with depressions to accept the protrusions in
the first, second, and/or third roller so that when the slit web
is moved through the nip, the protrusions are forced through
the slit portions into the depressions of the mating roll.

While FIGS. 2A through 2D illustrate a backing 14 with
male fastening elements 12, it should be understood that a
loop material can be slit to provide slit web 104 and spread
with the first roller and a series of second rollers or third
rollers in the same manner to the same extent as spread
mechanical fastening webs 105 through 10e.

FIG. 5A illustrates an exemplary slit web portion having
mechanical fastening elements, which is similar to the
portion of slit web 10a shown in FIG. 2A. However, in the
embodiment shown in FIG. 5A,; slit portions 20a have
different lengths than slit portions 206 of adjacent slits,
which results in openings 24a and 245 having different sizes
after the slit web is spread on a first roller and a series of
second or third rollers as shown in FIG. 5B. That is,
openings 24a are shorter in the MD than openings 245. The
slit portions of the smaller size 20a and slit portions of the
larger size 205 each may be aligned with each other across
the slit web as shown in FIG. 5A. Or in other embodiments,
slits of the same size may be offset relative to each other in
a regular pattern. Furthermore, referring again to FIG. 2A,
the length of the bridging regions 22 may be made to vary
within a strand 26 or between strands 26 as desired for a
particular application or appearance. Although FIGS. 5A and
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5B illustrate mechanical fasteners with male fastening ele-
ments, the same slitting pattern and spreading with a first
roller and a series of second or third rollers can be carried out
with a loop material.

FIG. 6A illustrates an exemplary slit web having
mechanical fastening elements, which is similar to the slit
mechanical fastener 10a shown in FIG. 2A. However, in the
embodiment shown in FIG. 6A, slit portions 20e have
different lengths than slit portions 20f, which results in
openings 24c¢ and 244 having different sizes after the slit web
is spread on a first roller and a series of second or third
rollers as shown in FIG. 6B. In contrast to the embodiment
shown in FIGS. 5A and 5B, which illustrates interrupted slits
with slit portions of different lengths in the MD and the
corresponding resulting openings, FIGS. 6A and 6B illus-
trate patterns of slit portions of different lengths in different
zones in the CD of the slit web. The multiple strands 26¢ and
26d have a different appearance from each other in the same
spread mechanical fastening web, for example, multiple
strands 26¢ and 264 zig-zag or undulate with a different
wavelength and amplitude. The slit web and the spread
mechanical fastening web shown in FIGS. 6A and 6B,
respectively, may include male or female mechanical fas-
tening elements (not shown).

For any of the embodiments of the method of making a
mechanical fastener disclosed herein, the openings formed
by the separation of the multiple strands between at least
some of the bridging regions are in the form of a repeating
pattern of geometric shapes. In the illustrated embodiments,
the geometric shapes are polygons, which may be quadri-
laterals such as rhombuses. In some embodiments of the
spread mechanical fastening web, including the embodiment
shown in FIG. 2D, the multiple strands of the web attached
to each other at least at some of the intact bridging regions
form an angle [ of less than 90 degrees, in some embodi-
ments, up to 60 degrees, 45 degrees, or 20 degrees, and in
some embodiments, in a range from 0.5 to 20 degrees. In
some embodiments, curved lines may be used, which can
result in crescent shaped openings after spreading. As shown
in FIG. 6B, there may be more than one repeating pattern of
geometric shaped openings. The openings may be evenly
spaced or unevenly spaced as desired. For openings that are
evenly spaced, the spacing (e.g., distance in CD) between
the openings may differ by up to 10, 5, 2.5, or 1 percent.

For any of the slit webs shown in FIGS. 2A, 5A, and 6A
and in other embodiments, first, second, and/or third rollers
can be designed to align the multiple protrusions to the slit
portions of the slit web so that the protrusions are able to
push through the slit portions to provide spread mechanical
fastening webs shown in FIGS. 2B through 2D, 5B, and 6B,
for example. Accordingly, the protrusions on the first, sec-
ond, and third rollers can be spaced in any desired pattern to
spread the desired slit web. Furthermore, first, second,
and/or third rollers can be designed to have any desired size
to fit the desired width of the slit web in the CD. For
example, the rollers can be made to fit a slit web in a range
from 1 cmto 10 cm, 1 cm to 5 cm, or 1 cm to 3 cm wide.

In some embodiments, the slit web useful in the method
disclosed herein or the resulting spread mechanical fastening
web are made of a thermoplastic material. Suitable thermo-
plastic materials mechanical fasteners include polyolefin
homopolymers such as polyethylene and polypropylene,
copolymers of ethylene, propylene and/or butylene; copo-
lymers containing ethylene such as ethylene vinyl acetate
and ethylene acrylic acid; polyesters such as poly(ethylene
terephthalate), polyethylene butyrate and polyethylene
napthalate; polyamides such as poly(hexamethylene adip-
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amide); polyurethanes; polycarbonates; poly(vinyl alcohol);
ketones such as polyetheretherketone; polyphenylene sul-
fide; and mixtures thereof. Typically, the thermoplastic is a
polyolefin (e.g., polyethylene, polypropylene, polybutylene,
ethylene copolymers, propylene copolymers, butylene copo-
lymers, and copolymers and blends of these materials).

In the embodiments of the slit web useful in the method
disclosed herein or the resulting spread mechanical fastening
web that includes male fastening elements, the backing and
the male fastening elements are typically integral (that is,
formed at the same time as a unit, unitary). Upstanding posts
on a backing can be made, for example, by feeding a
thermoplastic material onto a continuously moving mold
surface with cavities having the inverse shape of the posts.
The thermoplastic material can be passed between a nip
formed by two rolls or a nip between a die face and roll
surface, with at least one of the rolls having the cavities. The
cavities may be in the inverse shape of a capped post having
a loop-engaging head or may be in the inverse shape of a
post without loop-engaging heads (e.g., a precursor to a male
fastening element). Pressure provided by the nip forces the
resin into the cavities. In some embodiments, a vacuum can
be used to evacuate the cavities for easier filling of the
cavities. The nip typically has a large enough gap such that
a coherent backing is formed over the cavities. The mold
surface and cavities can optionally be air or water cooled
before stripping the integrally formed backing and upstand-
ing hook elements from the mold surface such as by a
stripper roll. If the posts formed upon exiting the cavities do
not have loop-engaging heads, loop-engaging heads could
be subsequently formed into hooks by a capping method as
described in U.S. Pat. No. 5,077,870 (Melbye et al.). Typi-
cally, the capping method includes deforming the tip por-
tions of the hook elements using heat and/or pressure. The
heat and pressure, if both are used, could be applied sequen-
tially or simultaneously.

Suitable tool rolls include those formed from a series of
plates defining a plurality of post-forming cavities about its
periphery such as those described, for example, in U.S. Pat.
No. 4,775,310 (Fischer). Cavities may be formed in the
plates by drilling or photoresist technology, for example.
Other suitable tool rolls may include wire-wrapped rolls,
which are disclosed along with their method of manufac-
turing, for example, in U.S. Pat. No. 6,190,594 (Gorman et
al.). Another exemplary method for forming a thermoplastic
backing with upstanding posts includes using a flexible mold
belt defining an array of upstanding post-shaped cavities as
described in U.S. Pat. No. 7,214,334 (Jens et al.). Yet other
useful methods for forming a thermoplastic backing with
upstanding posts can be found in U.S. Pat. No. 6,287,665
(Hammer), U.S. Pat. No. 7,198,743 (Tuma), and U.S. Pat.
No. 6,627,133 (Tuma).

The male fastening elements may have loop-engaging
heads that have an overhang or may be upstanding posts
having distal tips that can be formed into loop-engaging
heads, if desired. The term “loop-engaging” as used herein
relates to the ability of a male fastening element to be
mechanically attached to a loop material. Generally, male
fastening elements with loop-engaging heads have a head
shape that is different from the shape of the post. For
example, the male fastening element may be in the shape of
a mushroom (e.g., with a circular or oval head enlarged with
respect to the stem), a hook, a palm-tree, a nail, a T, or a J.
The loop-engageability of male fastening elements may be
determined and defined by using standard woven, nonwo-
ven, or knit materials. A region of male fastening elements
with loop-engaging heads generally will provide, in combi-
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nation with a loop material, at least one of a higher peel
strength, higher dynamic shear strength, or higher dynamic
friction than a region of posts without loop-engaging heads.
Male fastening elements that have “loop-engaging over-
hangs” or “loop-engaging heads” do not include ribs that are
precursors to fastening elements (e.g., elongate ribs that are
profile extruded and subsequently cut to form male fastening
elements upon stretching in the direction of the ribs). Such
ribs would not be able to engage loops before they are cut
and stretched. Such ribs would also not be considered
upstanding posts. Typically, male fastening elements that
have loop-engaging heads have a maximum thickness
dimension (in either dimension normal to the height) of up
to about 1 (in some embodiments, 0.9, 0.8, 0.7, 0.6, 0.5, or
0.45) millimeter. In some embodiments, the male fastening
elements have a maximum height (above the backing) of up
to 3 mm, 1.5 mm, 1 mm, or 0.5 mm and, in some embodi-
ments a minimum height of at least 0.05 mm, 0.1 mm, or 0.2
mm. In some embodiments, the upstanding posts have
aspect ratio (that is, a ratio of height to width at the widest
point) of at least about 2:1, 3:1, or 4:1.

In some embodiments of a slit web having male fastening
elements useful for practicing the present disclosure, at least
a portion of each loop-engaging overhang (e.g., at the cap or
head) extends at a nonzero angle to the MD. In some
embodiments, each upstanding post has a cap with loop
engaging overhangs extending in multiple (i.e., at least two)
directions. For example, the upstanding post may be in the
shape of a mushroom, a nail, a palm tree, or a T. In some
embodiments, the upstanding posts are provided with a
mushroom head (e.g., with an oval or round cap distal from
the thermoplastic backing). In other embodiments, loop-
engaging overhangs (e.g., at the cap or head) on the upstand-
ing posts of the slit web extend parallel to the MD. For
example, the upstanding posts may have the shape of a J
(e.g., as shown in U.S. Pat. No. 5,953,797 (Provost et al.).

In spread mechanical fastening web 106, 10¢, and 105
illustrated in FIGS. 2B-2D, the male fastening elements 12
on a first strand 26 are arranged in a series 16a that is
non-parallel to a series 165 of male fastening elements 12 on
a second, adjacent strand 26. The series 16a and 165 of
multiple upstanding posts and the multiple strands them-
selves from which they project can undulate or zig-zag along
the length of the spread mechanical fastening web 1056, 10c,
or 10d, for example, from the top edge 18 to the bottom edge
28. In the illustrated embodiment, the caps visible on the
male fastening elements 12 have an oval shape, and these
caps are oriented in different directions along the multiple
strands 26 in the MD. When the caps are circular in shape,
it may not be observed that the caps are oriented in different
directions along the multiple strands 26, unless the cap is
marked in some way. In the illustrated embodiment, the caps
on a first strand 26 are oriented in a different direction than
the caps on a second, adjacent strand 26. In embodiments in
which slit web 10a includes male fastening elements having
loop-engaging overhangs aligned only parallel to the MD,
spreading the slit web 10a typically results in the loop-
engaging overhangs oriented in different directions along the
multiple strands in the MD as shown in FIG. 2D. When
loop-engaging overhangs are oriented in multiple directions
(e.g., not only one direction such as the machine direction),
enhanced engagement of a loop material may advanta-
geously result.

Loop materials useful for practicing some embodiments
of the present disclosure (e.g., when the mechanical fastener
is a loop material) can be any suitable material that inter-
locks with corresponding hook fastening elements. In some
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embodiments, the loop fastening elements are typically
formed from knitted fabrics, woven fabrics, or non-woven
fabrics. The term “non-woven” refers to a material having a
structure of individual fibers or threads that are interlaid but
not in an identifiable manner such as in a knitted fabric.
Examples of non-woven webs include spunbond webs,
spunlaced webs, airlaid webs, meltblown web, and bonded
carded webs. The spread mechanical fastening web prepared
by the method disclosed herein may include fiber loops
projecting from a knitted, woven, or non-woven backing or
may be extrusion-bonded, adhesive-bonded, and/or soni-
cally-bonded fiber loops. Useful loop materials may be
made of natural fibers (e.g., wood or cotton fibers), synthetic
fibers (e.g., thermoplastic fibers), or a combination of natural
and synthetic fibers. Exemplary materials for forming ther-
moplastic fibers include polyolefins (e.g., polyethylene,
polypropylene, polybutylene, ethylene copolymers, propyl-
ene copolymers, butylene copolymers, and copolymers and
blends of these polymers), polyesters, and polyamides. The
fibers may also be multi-component fibers, for example,
having a core of one thermoplastic material and a sheath of
another thermoplastic material.

In some embodiments, the loop material comprises a
fibrous layer disposed on a backing. Suitable backings
include textiles, paper, thermoplastic films (e.g., single- or
multilayered films, coextruded films, laterally laminated
films, or films comprising foam layers), and combinations
thereof. For thermoplastic backings, the thermoplastic can
be any of those described above in connection with a
thermoplastic backing having male fastening elements.
Exemplary suitable loop materials are described, for
example, in U.S. Pat. No. 5,256,231 (Gorman et al.) and
U.S. Pat. No. 5,389,416 (Mody et al.). As described in U.S.
Pat. No. 5,256,231 (Gorman et al.), the fibrous layer in a
loop material according to some embodiments disclosed
herein comprises arcuate portions projecting in the same
direction from spaced anchor portions on the backing.

In embodiments wherein the mechanical fastening web
either has male fastening elements or a fibrous layer on a
backing, the thickness of the backing may be up to about
400, 250, 150, 100, 75 or 50 micrometers, depending on the
desired application. In some embodiments, the thickness of
the backing is in a range from 30 to about 225 micrometers,
from about 50 to about 200 micrometers, or from about 100
to about 150 micrometers. In some embodiments wherein
the backing is a thermoplastic backing, the thermoplastic
backing has stretch-induced molecular orientation, for
example, when the thermoplastic backing is stretched after
formation of upstanding posts. In other embodiments, the
thermoplastic backing or the spread mechanical fastening
web is not provided with macroscopic stretch-induced
molecular orientation in the direction of the interrupted slits
or in the direction of spreading. In these embodiments, there
may be some stress-induced orientation localized in the
bridging regions.

For any of the aforementioned embodiments of the
method according to the present disclosure, providing a slit
web having mechanical fastener elements with interrupted
slits can be carried out in a variety of ways. For example,
rotary die cutting of a continuous web having male fastening
elements or loops as described above may be useful. Inter-
rupted slits can be made, for example, by using rotary
cutting blades having gaps to form the bridging regions. The
height of the blade in the gaps may be adjusted to allow for
the bridging regions to be partially cut or not cut at all,
depending on the desired embodiment. Other cutting meth-
ods (e.g., laser cutting) may also be useful. Cutting can be
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performed from either surface of the continuous web. A slit
may be cut “through” the web having mechanical fastening
elements, which means that the slit cuts through the entire
thickness of the web. In other embodiments, the slit may be
a partial-depth slit as long as the protrusions on the first,
second, and/or third rollers can push through the partial
depth slit. The partial-depth slit may penetrate, for example,
80, 85, or 90 percent of the thickness of the web or more,
which means the solution to the equation:

(depth of the slit divided by the thickness of the
web) multiplied by 100

is at least 80, 85, or 90 in some embodiments. Other methods
of slitting a web can be found, for example, in U.S. Pat.
Appl. Pub. No. 2011/0313389 (Wood et al.).

When male fastening elements are formed as described
above, for example, where a thermoplastic material is fed
onto a continuously moving mold surface with cavities
having the inverse shape of upstanding posts, slitting the
web and spreading the slit web according to the method
disclosed herein can be carried out before or after a capping
step is carried out to form loop-engaging heads. Also,
deforming the distal tip to form a cap can be carried out, for
example, after slitting through the web but before spreading
the slit web; after spreading the slit web but before annealing
(described below); or after annealing as desired.

The method and apparatus of the present disclosure can
typically spread a slit mechanical fastening web while
advantageously not allowing all of the multiple strands of
the spread mechanical fastening web to twist out-of-plane.
The twisting out-of-plane that can result when spreading a
slit web is shown in the photograph of FIG. 7. Pieces of loop
material were attached to the edges of a slit mechanical
fastener web portion with male fastening elements such as
that shown in FIG. 2A. When the pieces of loop material
were pulled apart, the individual strands of the slit web
tended to twist out of the plane of the web as shown in FIG.
7. This twisting out-of-plane may present challenges when
the spread web is to be cut and used as a mechanical
fastening patch, for example. The amount of out-of-plane
twisting is typically affected, for example, by the extent to
which the slit backing is spread.

A number of features of the method and apparatus accord-
ing to the present disclosure can help control the out-of-
plane twisting tendency of the slit web. For example, in
some embodiments, the extent of spreading can be con-
trolled, as described above, by the size of the protrusion and
the number of rollers used in the series of second rollers.
Also, in some embodiments, tension applied in the machine
direction that can push the protrusions through the slit web
can exert a force on the slit web in the direction normal to
the slit web that helps to keep the multiple strands in plane.
In these embodiments, the method disclosed herein may be
considered to maintain or constrain at least some of the
multiple strands in a substantially coplanar arrangement. A
substantially “coplanar” arrangement refers to the strands
occupying substantially the same plane. The term “substan-
tially” in this regard can mean that at least some of the
multiple strands can be twisted out of plane by up to 15, 10,
or 5 degrees. The phrase “at least some” with regard to the
multiple strands being constrained refers to at least 25, 50,
75, or 90 percent or more of the multiple strands being
constrained.

In some embodiments, the method according to the pres-
ent disclosure further comprises heating the spread mechani-
cal fastening web. In some embodiments, the method
according to the present disclosure further comprises anneal-
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ing the spread mechanical fastening web. In some embodi-
ments, annealing comprises heating the spread mechanical
fastening web. In some embodiments, annealing comprises
heating and then cooling (e.g., rapidly cooling) the spread
mechanical fastening web to maintain its configuration.
Heating and/or annealing can be carried out, for example,
after the spread mechanical fastening web has been spread
to the final desired extent or during or after encountering
each of the first and/or second rollers. In some embodiments
of the method or apparatus disclosed herein, the first roller
and/or any second or third roller, for example, in a series of
second or third rollers can be heated. In some embodiments,
at least the last second or third roller, for example, in a series
of second or third rollers, is heated. Annealing can be useful,
for example, depending on the extent of spreading, and can
be useful to maintain the openings between multiple strands,
for example, when the width of the slit web has been
increased by at least 50 percent. Annealing can also be
useful, for example, for maintaining at least some of the
multiple strands in a substantially coplanar arrangement. In
some embodiments, heating is only applied to the second
surface of the spread mechanical fastening web (i.e., the
surface opposite the first surface from which the mechanical
fastening elements project) to minimize any damage to the
mechanical fastening elements that may result from heating.
Heating may be also carried out on a continuous web, for
example, using heated rollers, or using non-contact heating
methods such as IR irradiation, hot air treatment (e.g., using
an air knife as described above), or by enclosing the appa-
ratus disclosed herein at least partially in a heated chamber.

For any of the embodiments of the method of making a
mechanical fastener disclosed herein, the spread mechanical
fastening web may be in the form of a roll. The bridging
regions interrupting the interrupted slits allow the spread
mechanical fastening web to be handled as an integral unit,
for example, to be handled in roll form and converted as
desired.

Other processes may be useful for facilitating handling or
processing the spread mechanical fastening web made by the
method or on the apparatus disclosed herein. A diagram-
matical representation of an embodiment of an apparatus
according to and/or useful for carrying out some embodi-
ments of the method of the present disclosure is shown in
FIG. 8. InFIG. 8, slit web 10 is directed over an embodiment
of apparatus 100. The illustrated apparatus 100 includes a
first roller and three second rollers. After exiting apparatus
100, spread mechanical fastening web 104 can optionally be
handled by one or more rollers 200. Roller 200 may be a
rotating heated cylinder (or heated roller) as described
above. In this case, it may be useful to direct the spread
mechanical fastening web onto another roller which is a
rotating chilled cylinder to rapidly cool the spread mechani-
cal fastening web. For embodiments in which at least one of
the first or second rollers of apparatus 100 is heated, roller
200 may be a rotating chilled cylinder. In some embodi-
ments, roller 200 is a high-friction roller (e.g., comprising a
rubbery material), which may be heated or chilled. A high-
friction roller may be useful, for example, for holding the
spread mechanical fastening web in a spread configuration
whether or not the web is annealed. From the high-friction
roller, the spread mechanical fastening web may, in some
embodiments, be directed to a nip 300, where it is laminated
to a carrier web 45 to form a laminate 40.

Although the bridging regions in the spread mechanical
fastening web allow it to be handled as an integral unit, it
may be useful to laminate the spread mechanical fastening
web to a carrier (e.g., even a sacrificial carrier) for ease of
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handling, for fixing the multiple strands of the spread
mechanical fastening web in a spread configuration to
maintain the separation between the multiple strands, or for
making a fastening laminate for a selected application. The
spread mechanical fastening web may be joined to a carrier,
for example, by lamination (e.g., extrusion lamination),
adhesives (e.g., pressure sensitive adhesives), or other bond-
ing methods (e.g., ultrasonic bonding, compression bonding,
or surface bonding).

The carrier 45 may be continuous (i.e., without any
through-penetrating holes) or discontinuous (e.g. compris-
ing through-penetrating perforations or pores). The carrier
may comprise a variety of suitable materials including
woven webs, non-woven webs (e.g., spunbond webs, spun-
laced webs, airlaid webs, meltblown web, and bonded
carded webs), textiles, plastic films (e.g., single- or multi-
layered films, coextruded films, laterally laminated films, or
films comprising foam layers), and combinations thereof. In
some embodiments, the carrier is a fibrous material (e.g., a
woven, nonwoven, or knit material). In some embodiments,
the carrier comprises multiple layers of nonwoven materials
with, for example, at least one layer of a meltblown non-
woven and at least one layer of a spunbonded nonwoven, or
any other suitable combination of nonwoven materials. For
example, the carrier may be a spunbond-meltbond-spun-
bond, spunbond-spunbond, or spunbond-spunbond-spun-
bond multilayer material. Or, the carrier may be a composite
web comprising a nonwoven layer and a dense film layer.
Fibrous materials that may provide useful carriers may be
made from any of the fibers described above as useful for
making loop materials. Useful carriers may have any suit-
able basis weight or thickness that is desired for a particular
application. For a fibrous carrier, the basis weight may
range, e.g., from at least about 5, 8, 10, 20, 30, or 40 grams
per square meter, up to about 400, 200, or 100 grams per
square meter. The carrier may be up to about 5 mm, about
2 mm, or about 1 mm in thickness and/or at least about 0.1,
about 0.2, or about 0.5 mm in thickness.

In some embodiments where the spread mechanical fas-
tening web includes a thermoplastic backing (e.g., with
upstanding posts or a fibrous layer thereon) the thermoplas-
tic backing can be joined to a fibrous web carrier using
surface bonding or loft-retaining bonding techniques. The
term “surface-bonded” when referring to the bonding of
fibrous materials means that parts of fiber surfaces of at least
portions of fibers are melt-bonded to the second surface of
the backing, in such a manner as to substantially preserve the
original (pre-bonded) shape of the second surface of the
backing, and to substantially preserve at least some portions
of'the second surface of the backing in an exposed condition,
in the surface-bonded area. Quantitatively, surface-bonded
fibers may be distinguished from embedded fibers in that at
least about 65% of the surface area of the surface-bonded
fiber is visible above the second surface of the backing in the
bonded portion of the fiber. Inspection from more than one
angle may be necessary to visualize the entirety of the
surface area of the fiber. The term “loft-retaining bond”
when referring to the bonding of fibrous materials means a
bonded fibrous material comprises a loft that is at least 80%
of the loft exhibited by the material prior to, or in the
absence of, the bonding process. The loft of a fibrous
material as used herein is the ratio of the total volume
occupied by the web (including fibers as well as interstitial
spaces of the material that are not occupied by fibers) to the
volume occupied by the material of the fibers alone. If only
a portion of a fibrous web has the second surface of the
backing bonded thereto, the retained loft can be easily
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ascertained by comparing the loft of the fibrous web in the
bonded area to that of the web in an unbonded area. It may
be convenient in some circumstances to compare the loft of
the bonded web to that of a sample of the same web before
being bonded, for example, if the entirety of fibrous web has
the second surface of the backing bonded thereto. In some
of these embodiments, the joining comprises impinging
heated gaseous fluid (e.g., ambient air, dehumidified air,
nitrogen, an inert gas, or other gas mixture) onto a first
surface of the fibrous web carrier while it is moving;
impinging heated fluid onto the second surface of the
backing while the continuous web is moving, wherein the
second surface is opposite the fibrous layer, loop, or
upstanding posts the backing; and contacting the first surface
of the fibrous web with the second surface of the backing so
that the first surface of the fibrous web is melt-bonded (e.g.,
surface-bonded or bonded with a loft-retaining bond) to the
second surface of the backing. Impinging heated gaseous
fluid onto the first surface of the fibrous web and impinging
heated gaseous fluid on the second surface of the backing
may be carried out sequentially or simultaneously. Further
methods and apparatus for joining a continuous web to a
fibrous carrier web using heated gaseous fluid may be found
in U.S. Pat. Appl. Pub. Nos. 2011/0151171 (Biegler et al.)
and 2011/0147475 (Biegler et al.).

In some embodiments wherein the spread mechanical
fastening web is joined to a carrier, one or more zones of the
carrier may comprise one or more clastically extensible
materials extending in at least one direction when a force is
applied and returning to approximately their original dimen-
sion after the force is removed. However, in some embodi-
ments, at least the portion of the carrier joined to the multiple
strands of the backing or loop material is not stretchable. In
some embodiments, the portion of carrier joined to the
multiple strands will have up to a 10 (in some embodiments,
upto 9, 8,7, 6, or 5) percent elongation in the CD. In some
embodiments, the carrier may be extensible but nonelastic.
In other words, the carrier may have an elongation of at least
5, 10, 15, 20, 25, 30, 40, or 50 percent but substantially no
recovery from the elongation (e.g., up to 10 or 5 percent
recovery). Suitable extensible carriers may include nonwo-
vens (e.g., spunbond, spunbond meltblown spunbond, or
carded nonwovens). In some embodiments, the nonwoven
may be a high elongation carded nonwoven (e.g., HEC). In
some embodiments, the carrier is not pleated.

In some embodiments wherein the spread mechanical
fastening web is joined to a carrier, the carrier is provided
with a layer of adhesive. In some of these embodiments, the
spread mechanical fastening web is bonded to the carrier
with the adhesive to form a laminate, and the adhesive is
exposed between the multiple strands in the laminate.

In some embodiments, the method according to the pres-
ent disclosure includes cutting the spread mechanical fas-
tening web in the CD to provide a spread mechanical
fastening patch. Such cutting can be carried out, for
example, after the spread mechanical fastening web is
laminated to a carrier, and the patch can be considered a
fastening laminate.

The fastening laminates made by the methods disclosed
herein are useful, for example, in absorbent articles. Absor-
bent articles may have at least a front waist region, a rear
waist region, and a longitudinal center line bisecting the
front waist region and the rear waist region, wherein at least
one of the front waist region or the rear waist region
comprises the fastening laminate disclosed herein. The fas-
tening laminate may be in the form of a fastening tab or
landing zone that is bonded to at least one of the front waist
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region or the rear waist region. A fastening tab may extend
outwardly from at least one of the left longitudinal edge or
the right longitudinal edge of the absorbent article. In other
embodiments, the fastening laminate may be an integral ear
portion of the absorbent article. The carrier at the user’s end
of a fastening tab may exceed the extension of the spread
mechanical fastening patch thereby providing a fingerlift.
When the spread mechanical fastening patch is used in a
fastening tab, exposed adhesive that may be present in some
embodiments between the multiple strands of the spread
mechanical fastening patch may be useful for “anti-flag-
ging” or for maintaining the disposable absorbent article in
a rolled up state after use. Also when the spread mechanical
fastening patch is used as a landing zone or fastening tab,
exposed adhesive that may be present in some embodiments
between the multiple strands of the spread mechanical
fastening patch may be useful to provide a combination of
mechanical and adhesive fastening. The fastening laminate
made by the methods disclosed herein may also be useful,
for example, for disposable articles such as sanitary napkins.

The mechanical fasteners and laminates made according
to the present disclosure may also be useful in many other
fastening applications, for example, assembly of automotive
parts or any other application in which releasable attachment
may be desirable.

Some Embodiments of the Disclosure

In a first embodiment, the present disclosure provides a
method of making a mechanical fastener, the method com-
prising:

providing a slit web having mechanical fastening ele-
ments and a length in a machine direction, wherein the slit
web includes a plurality of laterally separated interrupted
slits that are interrupted by intact bridging regions of the
web, wherein the intact bridging regions divide the inter-
rupted slits into a series of spaced slit portions aligned in the
machine direction, and wherein for at least some adjacent
interrupted slits, the spaced slit portions are staggered in a
cross-machine direction; and

spreading the slit web in the cross-machine direction by
directing the slit web over at least a first roller having first
multiple protrusions around its peripheral surface, wherein
the first multiple protrusions are positioned such that adja-
cent protrusions push through consecutive slit portions of a
first one, two, or three of the interrupted slits to form a
spread mechanical fastening web, wherein the spread
mechanical fastening web comprises multiple strands of the
slit web attached to each other at least at some of the intact
bridging regions and separated from each other between at
least some of the intact bridging regions. The first multiple
protrusions may form a single row around the peripheral
surface of the first roller to push through the consecutive slit
portions of a first one of the interrupted slits, may be in the
form of multiple pairs of protrusions forming two identical
rows around the peripheral surface of the first roller to push
through the consecutive slit portions of a first two of the
interrupted slits, or may be in the form of a combination of
these wherein the single row is centered between and offset
from the multiple pairs of protrusions forming two identical
rows to push through the consecutive slit portions of a first
three of the interrupted slits.

In a second embodiment, the present disclosure provides
the method of the first embodiment, wherein the first mul-
tiple protrusions are centered on the peripheral surface of the
first roller.

In a third embodiment, the present disclosure provides the
method of the first or second embodiment, further compris-
ing directing the slit web over at least one second roller
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having multiple paired of protrusions around its peripheral
surface, wherein the multiple paired protrusions are posi-
tioned such that adjacent pairs push through consecutive slit
portions of second and third of the interrupted slits, wherein
the second and third of the interrupted slits are on opposite
sides of the first one, two, or three of the interrupted slits.

In a fourth embodiment, the present disclosure provides
the method of any one of the first to third embodiments,
wherein the second and third of the interrupted slits are
adjacent the first one, two, or three of the interrupted slits.

In the fifth embodiments, the present disclosure provides
the method of any one of the first to fourth embodiments,
further comprising directing the slit web over a series of
second rollers, each having multiple paired protrusions
around its peripheral surface, wherein for each second roller,
the multiple paired protrusions are positioned such that
adjacent pairs push through consecutive slit portions of an
opposing pair of the interrupted slits, wherein the opposing
pair of the interrupted slits are on opposite sides of the first
of the interrupted slits, and wherein for each consecutive
roller in the series of second rollers, the paired protrusions
and the opposing pair of the interrupted slits are spaced
progressively further apart.

In a sixth embodiment, the present disclosure provides the
method of any one of the third to fifth embodiments, wherein
the multiple paired protrusions are centered on the periph-
eral surface of the second roller.

In seventh embodiment, the present disclosure provides
the method of any one of the first to fourth embodiments,
further comprising directing the slit web over a series of
third rollers, each having multiple groups of protrusions
around its peripheral surface, wherein for each third roller,
the multiple groups of protrusions are positioned such that
adjacent groups push through consecutive slit portions of a
series of the interrupted slits, and wherein for each consecu-
tive roller in the series of third rollers, the number of
protrusions in each of the multiple groups of protrusions
increases as the number of interrupted slits in the series of
the interrupted slits increases.

In an eighth embodiment, the present disclosure provides
the method of the seventh embodiment, wherein the multiple
groups of protrusions are centered on the peripheral surface
of each third roller.

In a ninth embodiment, the present disclosure provides
the method of any one of the fifth to eighth embodiments,
wherein the slit web is directed over the first roller such that
the mechanical fastening elements face away from the first
roller, and wherein the slit web is directed over each
consecutive roller in the series of rollers such that the
mechanical fastening elements alternate facing toward the
roller and then away from the roller.

In a tenth embodiment, the present disclosure provides the
method of any one of the first to ninth embodiments,
wherein the protrusions are pins. The pins may be symmetri-
cal or not.

In an eleventh embodiment, the present disclosure pro-
vides the method of any one of the first to ninth embodi-
ments, wherein the protrusions are ribs. The ribs may be
symmetrical or not.

In a twelfth embodiment, the present disclosure provides
the method of any one of the first to eleventh embodiments,
wherein tension applied in the machine direction causes the
protrusions to push through the slit portions.

In a thirteenth embodiment, the present disclosure pro-
vides the method of any one of the first to twelfth embodi-
ments, wherein directing the slit web over the first roller,
second roller, and/or series of second or third rollers com-
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prises directing the slit web through a nip comprising the
first, second, or third roller and a mating roller for the first,
second, or third roller, wherein the mating roller comprises
depressions that align with the multiple protrusions, multiple
paired protrusions, or multiple groups of protrusions.

In a fourteenth embodiment, the present disclosure pro-
vides the method of any one of the first to thirteenth
embodiments, wherein vacuum applied on the slit web
causes the protrusions to push through the slit portions.

In a fifteenth embodiment, the present disclosure provides
the method of any one of the first to thirteenth embodiments,
wherein air blown onto the slit web causes the protrusions to
push through the slit portions.

In a sixteenth embodiment, the present disclosure pro-
vides the method of the fifteenth embodiment, wherein the
air is heated.

In a seventeenth embodiment, the present disclosure
provides the method of any one of the first to sixteenth
embodiments, further comprising heating the spread
mechanical fastening web, for example, to anneal the spread
mechanical fastening web.

In a eighteenth embodiment, the present disclosure pro-
vides the method of the seventeenth embodiment, wherein
the first roller, the second roller, and/or at least one roller in
the series of second or third rollers is heated.

In a nineteenth embodiment, the present disclosure pro-
vides the method of the seventeenth or eighteenth embodi-
ment, wherein heating comprises directing the spread
mechanical fastening web onto a rotating heated cylinder.

In a twentieth embodiment, the present disclosure pro-
vides the method of the seventeenth embodiment, wherein
heating the spread mechanical fastening web comprises
using non-contact heating.

In a twenty-first embodiment, the present disclosure pro-
vides the method of any one of the first to twentieth
embodiments, further comprising directing the spread
mechanical fastening web onto a high-friction roller.

In a twenty-second embodiment, the present disclosure
provides the method of the twenty-first embodiment,
wherein the high-friction roller is heated.

In a twenty-third embodiment, the present disclosure
provides the method of the twenty-first embodiment,
wherein the high-friction roller is chilled.

In a twenty-fourth embodiment, the present disclosure
provides the method of any one of the first to twenty-third
embodiments, further comprising directing the spread
mechanical fastening web onto a rotating chilled cylinder.

In a twenty-fifth embodiment, the present disclosure
provides the method of any one of the first to twenty-fourth
embodiments, further comprising laminating the spread
mechanical fastening web to a carrier.

In a twenty-sixth embodiment, the present disclosure
provides the method of the twenty-fifth embodiment,
wherein the carrier is a nonwoven web.

In a twenty-seventh embodiment, the present disclosure
provides the method of the twenty-fifth or twenty-sixth
embodiment, wherein the carrier is provided with a layer of
an adhesive.

In a twenty-eighth embodiment, the present disclosure
provides the method of the twenty-seventh embodiment,
wherein the spread mechanical fastening web is bonded to
the carrier with the adhesive to form a laminate, and wherein
the adhesive is exposed between the multiple strands in the
laminate.

In a twenty-ninth embodiment, the present disclosure
provides the method of any one of the first to twenty-eighth
embodiments, wherein the mechanical fastening elements
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are male fastening elements comprising upstanding posts
having bases attached to the slit web. The male fastening
elements may also comprise caps distal from the slit web.

In a thirtieth embodiment, the present disclosure provides
the method of the twenty-ninth embodiment, further com-
prising providing a thermoplastic backing having multiple
rows of the upstanding posts, wherein providing the slit web
comprises slitting through the thermoplastic backing
between at least some pairs of adjacent rows of the upstand-
ing posts.

In a thirty-first embodiment, the present disclosure pro-
vides the method of the twenty-ninth or thirtieth embodi-
ment, wherein the caps have loop-engaging overhangs
extending beyond the upstanding posts at a non-zero angle
to the direction of the interrupted slits.

In a thirty-second embodiment, the present disclosure
provides the method of any one of the twenty-ninth to
thirty-first embodiments, wherein the width dimension of
each of the multiple strands is wider than at least the bases
of the upstanding posts.

In a thirty-third embodiment, the present disclosure pro-
vides the method of any one of the first to thirty-second
embodiments, wherein there is no macroscopic stretch-
induced molecular orientation in the slit backing in the
cross-direction.

In a thirty-fourth embodiment, the present disclosure
provides the method of any one of the first to thirty-third
embodiments, wherein the multiple strands of the slit web
attached to each other at least at some of the intact bridging
regions form an angle of less than 90 degrees.

In a thirty-fifth embodiment, the present disclosure pro-
vides an apparatus for spreading a slit web, the apparatus
comprising multiple rollers configured to handle a web in a
continuous process, the multiple rollers comprising:

a first roller having first multiple protrusions around its
peripheral surface, and

at least one subsequent roller having multiple sets of at
least two protrusions around its peripheral surface. The first
multiple protrusions may form a single row around the
peripheral surface of the first roller, may be in the form of
multiple pairs of protrusions forming two identical rows
around the peripheral surface of the first roller, or may be in
the form of a combination of these wherein the single row
is centered between and offset from the multiple pairs of
protrusions forming two identical rows. The at least one
subsequent roller may be a second roller having multiple
paired protrusions around its peripheral surface.

In a thirty-sixth embodiment, the present disclosure pro-
vides the apparatus of the thirty-fifth embodiment, wherein
the at least one subsequent roller is a second roller included
in a series of second rollers, each having multiple paired
protrusions around its peripheral surface, wherein for each
consecutive roller in the series of second rollers, the paired
protrusions are spaced progressively further apart.

In a thirty-seventh embodiment, the present disclosure
provides the apparatus of the thirty-fifth embodiment,
wherein the at least one subsequent roller is a third roller
included in a series of third rollers, each having multiple
groups of protrusions around its peripheral surface, wherein
for each consecutive roller in the series of third rollers, the
number of protrusions in each of the multiple groups of
protrusions increases.

In a thirty-eighth embodiment, the present disclosure
provides the apparatus of any one of the thirty-fifth to
thirty-seventh embodiments, wherein the first multiple pro-
trusions are centered on the peripheral surface of the first
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roller, and/or wherein the multiple sets of at least two
protrusions are centered on the peripheral surface of each
subsequent roller.

In a thirty-ninth embodiment, the present disclosure pro-
vides the apparatus of any one of the thirty-fifth to thirty-
eighth embodiments, wherein the protrusions are pins.

In a fortieth embodiment, the present disclosure provides
the apparatus of any one of the thirty-fifth to thirty-eighth
embodiments, wherein the protrusions are ribs.

In a forty-first embodiment, the present disclosure pro-
vides the apparatus of any one of the thirty-fifth to fortieth
embodiments, the first roller and/or the at least one subse-
quent roller is capable of being heated.

In a forty-second embodiment, the present disclosure
provides the apparatus of any one of the thirty-fifth to
forty-first embodiments, further comprising a rotating
heated cylinder.

In forty-third embodiment, the present disclosure pro-
vides the apparatus of any one of the thirty-fifth to forty-
second embodiments, further comprising a high-friction
roller.

In forty-fourth embodiment, the present disclosure pro-
vides the apparatus of any one of the thirty-fifth to forty-
third embodiments, further comprising a rotating chilled
cylinder.

This disclosure is not limited to the above-described
embodiments but is to be controlled by the limitations set
forth in the following claims and any equivalents thereof.
This disclosure may be suitably practiced in the absence of
any element not specifically disclosed herein.

What is claimed is:

1. A method of making a mechanical fastener, the method
comprising:

providing a slit web having mechanical fastening ele-

ments and a length in a machine direction, wherein the
slit web includes a plurality of laterally separated
interrupted slits that are interrupted by intact bridging
regions of the web, wherein the intact bridging regions
divide the interrupted slits into a series of spaced slit
portions aligned in the machine direction, and wherein
for at least some adjacent interrupted slits, the spaced
slit portions are staggered in a cross-machine direction;
and

spreading the slit web in the cross-machine direction by

directing the slit web over at least a first roller having
first multiple protrusions around its peripheral surface,
wherein the first multiple protrusions are positioned
such that adjacent protrusions push through consecu-
tive slit portions of a first one, two, or three of the
interrupted slits to form a spread mechanical fastening
web, wherein the spread mechanical fastening web
comprises multiple strands of the slit web attached to
each other at least at some of the intact bridging regions
and separated from each other between at least some of
the intact bridging regions.

2. The method of claim 1, wherein the first multiple
protrusions form a single row around the peripheral surface
of the first roller, and wherein the adjacent protrusions push
through the consecutive slit portions of one of the inter-
rupted slits.

3. The method of claim 1, further comprising directing the
slit web over at least one second roller having multiple
paired protrusions around its peripheral surface, wherein the
multiple paired protrusions are positioned such that adjacent
pairs push through consecutive slit portions of second and
third of the interrupted slits, wherein the second and third of



US 9,475,205 B2

25

the interrupted slits are on opposite sides of the first one,
two, or three of the interrupted slits.

4. The method of claim 1, further comprising directing the
slit web over a series of second rollers, each having multiple
paired protrusions around its peripheral surface, wherein for
each second roller, the multiple paired protrusions are posi-
tioned such that adjacent pairs push through consecutive slit
portions of an opposing pair of the interrupted slits, wherein
the opposing pair of the interrupted slits are on opposite
sides of the first one, two, or three of the interrupted slits,
and wherein for each consecutive roller in the series of
second rollers, the paired protrusions and the opposing pair
of'the interrupted slits are spaced progressively further apart.

5. The method of claim 4, wherein the multiple paired
protrusions are centered on the peripheral surface of each
second roller.

6. The method of claim 4, wherein at least one second
roller in the series of second rollers is heated.

7. The method of claim 1, further comprising directing the
slit web over a series of third rollers, each having multiple
groups of protrusions around its peripheral surface, wherein
for each third roller, the multiple groups of protrusions are
positioned such that adjacent groups push through consecu-
tive slit portions of a series of the interrupted slits, and
wherein for each consecutive roller in the series of third
rollers, the number of protrusions in each of the multiple
groups of protrusions increases as the number of interrupted
slits in the series of the interrupted slits increases.
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8. The method of claim 7, wherein at least one third roller
in the series of third rollers is heated.

9. The method of claim 1, wherein tension applied in the
machine direction causes the protrusions to push through the
slit portions.

10. The method of claim 1, further comprising at least one
of heating the spread mechanical fastening web or directing
the spread mechanical fastening web onto a high-friction
roller.

11. The method of claim 10, wherein heating comprises
directing the spread mechanical fastening web onto a rotat-
ing heated cylinder.

12. The method of claim 1, further comprising laminating
the spread mechanical fastening web to a carrier.

13. The method of claim 12, wherein the carrier is
provided with a layer of an adhesive, wherein the spread
mechanical fastening web is bonded to the carrier with the
adhesive to form a laminate, and wherein the adhesive is
exposed between the multiple strands in the laminate.

14. The method of claim 12, wherein the carrier is a
nonwoven web.

15. The method of claim 1, wherein the mechanical
fastening elements are male fastening elements comprising
upstanding posts having bases attached to the slit web.

16. The method of claim 1, wherein the slit web has loops.
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